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Post Painted Perforated Aluminum (AL-125) PANEL SYSTEMS

Pressure Equalized Rainscreen System | Designed in America | Made in America | Solid Metal

Maximum Perforated Panel Size Parameters

Panel sizes as shown are the recommended maximum width and heights. If there is a panel size that fits inside
these guidelines, ZPS can easily manufacture it. Please contact a ZPS to discuss larger panel sizes.
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Technical Information

Material Thickness: .125" Aluminum ) e NELWETHON
—={ =— MARGIN MARGIN f——
(5/8" min.) DIAMETER (5/8" min.)
MAX: 2.00"
MIN. 0.1875"

System Depth: 1-1/2" nominal standard, up to 4" 4
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Material Weight: Between 1.5 to 2.5 Ibs. / sf @ermn) s00s00000000000 0

Panel Joints: 3/4" nominal (1/8" - 1" available) OOOOOOOOOOOOOOOOOOOO

Material Finish: 70% PVDF | 100% FEVE, AAMA 2065 0000000000000 000
0000
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Warranty: 20 years for paint | 2 years for MFG. By

PPANEL HEIGHT (H)A

Finish Warranty: 20 Years (*exotics & bright colors could be a 5 or 10-year, determined by paint supplier

Fully Tested System: AAMA 508 | ASTM E330 | ASTM E283 | ASTM E1233 | ASTM E331 | AAMA 501.1
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